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The following study questions were developed to 

assist the operator in the preparation process for 

taking a state licensing exam.  While we feel the 

questions provide a broad sa mple of the type of 

questions one might expect on the state exam .  

TWUA and staff in no way implies, guarantees, or 

suggests that an operator who uses, studies, or 

knows the following material will pass the state 

exam.  The following is only intended to of fer an 

additional study tool.  

 

While TWUA and staff have proofed the questions 

and answers . I t is possible however that some of the 

answers could be found in conflict with written 

materials.   If you doubt or question the answer key 

PLEASE refer to written  materials and use the 

answer that YOU feel best fits the question.  

 

We hope that you will find this study guide useful 

and we wish you the best of luck on your state 

exam.  
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Math Equivalents  
 

 
5,280 feet = 1 mile  

1,760 yards = 1 mile  

1 Cubic Foo t of water = 1,728 Cubic inches  

1 Cubic Foot of water contains 7.48 Gallons & weighs 62.4 pounds  

1 Gallon of water weighs = 8.34 pounds  

1 Gallon of water contains 3.785 Liters or 3,785 Milliliters  

1 Liter = 1,000 Milliliters  

1 Day = 24 hours ï 1,440 Minute s ï 86,400 Seconds  

1 Million Gallons Per Day=694 Gallons Per Minute=1.545 Feet (cube d) 

per Second  

1 Milligram per Liter = 1 Part Per Million  

1 PSI = 2.31 Feet  

1 Foot of Water in a column = .433 psi  

1 Horsepower = .747 Kilowatts and 33,000 ft. lbs. per mi nute  

1 Kilowatt = 1.34 Horsepower  

pi = 3.1416  

 

For Calculation Purposes assume 3.5 Persons to every Single Family 

Dwelling  

 

For Calculations Purposes assume 1 30 Gallons Per / Capita Per Day / 

for Average Daily Flow.    

 

Texas Natural Resource Conservation  Commission (TNRCC) = Texas 

Commission on Environmental Quality (TCEQ)  
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 Water Questions 
 

1. What is the name of the State Agency responsible for enforcing the Safe  
Drinking Water Program in Texas? 

a. Texas Water Development Board 
b. Texas Department of Water Resources 
c. Texas Section of EPA 
d. Texas Water Resource and Conservation Commission 
e. Texas Commission on Environmental Quality 

 
2.  What minerals cause water hardness?     

a. Chlorine and Manganese  
b. Calcium and Magnesium  
c. Sulfates and Chlorides 
d. Carbon and Nitrogen 
e. Chlorine and Hydrogen 

 
3.  A public water system must at all times provide -   

a. Adequate quantity of water 
b. Adequate water pressure 
c. Adequate Disinfection 
d. All of the Above 
e. Only a & c  
 

4.  A source of Groundwater would be -  

a. Aquifer  
 b. River 
 c. Lake 
 d. Stream 
 e. Reservoir  
 
5.  Fecal Coliform organisms sometimes found in water supplies are an indication  
     that ï  

a. The Water supply is contaminated 
b. Harmful bacteria may be present 
c. Possible pathogenic organisms are in the water 
d. The water is unsuitable for drinking 
e. All the above 

 
6.  A disease that May be spread by inadequately disinfected water is -  

a. Acquired Immune Deficiency 
b. Polio  
c. Smallpox 
d. Dysentery 
e. All the above  
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7.  A common chemical used in the disinfection of a small water supply is - 

a. Bromine 
b. Fluoride  
c. Sodium Hydroxide 
d. Sodium Benzene   
e. Calcium Hypochlorite   

 
8.  A physical connection between a potable water supple and a house well  
     would be ï  

a. Acceptable in Arkansas & Oklahoma 
b. A Cross Connection 
c. Considered a back up for the potable system 
d. Unaccounted for water 
e. A Class C Misdemeanor  

 
9.  The amount of Chlorine in mg/L that is used up by reacting with iron, organics,  
      or bacteria is called?   

a. Demand 
b. Disinfection 
c. Treatment 
d. Dosage 
e. Residual  

 
10.  Which of the following is a Physical characteristic of Chlorine Gas?   

a. Greenish Yellow color 
 b. Heavier than air 
 c. Pungent, Penetrating odor 
 d. Corrosive  
 e. All The above   
 
11.  Which of the following would be considered a part of a hypo-chlorinator  
       system?  

a. Solution feed pump 
b. Scale 
c. Rotameter 
d. 150 lb. Cylinder 
e. All the above 

 
12.  According to state requirements, all public water supply wells should be  
       provided with a raised concrete sealing block, screened vents and ï  

a. Foot valve 
b. Double check valve 
c. Flow measuring device 
d. Air gauge for verifying drawdown 
e. Emergency Shut off and lock out device 
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13.  The drawdown of a water well is determined by -  

a. An air line 
b. An electronic sensor 
c. An in line flow meter 
d. The difference in static and pumping levels 
e. Monitoring the discharge pressure gauge & timing pump cycles 

 
14.  The pH of water indicates -  

a. If it is more acidic or base  
b. If the water is considered hard  
c. If the water is considered soft 
d. How much fluoride is naturally occurring in the water 
e. Not important in potable water treatment 

 
15.  The pH of water is expressed by a scale of numbers ranging from -  

a. 0 ï 14 
b. 0 ï 7 
c. 7 ï 21 
d. 7.48 ï 14.96 
e. 2.31 ï 8.34  

 
16.  Water that is considered neutral is expressed on the pH scale at -  

a. 0.00 
b. 14.0 
c. 7.0 
d. 0.7 
e. 0.07 

 
17.  Which of the following is a required step in collecting a routine distribution  
       sample for bacteriological testing? 

a. Use of an approved, sterile sample container 
b. Use of a sample site close to the storage tank 
c. Rinse out the sample container before collecting the sample 
d. Fill the sample container to at least 50 % of capacity 
e. Al the above 

 
18. Sand filtration will remove which of the following from surface waste? 
 

a. Taste and Odor 
b. Hardness 
c. Turbidity 
d. Nitrates  
e. All the above 
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19.  Activated Carbon is used in a Surface Water Plant primarily for?   

a. Disinfection 
b. Algae Control 
c. To Break Up Mudballs 
d. Taste and Odor control  
e. Combat Hardness  

 
20.  Which of the following chemical(s) are commonly used as coagulants in     
       surface water treatment? 

a. Copper Sulfate 
b. Alum and Ferric Chloride 
c. Sodium Bicarbonate 
d. Soda Ash  
e. a, c, & d   

 
21.  Ground storage tanks are required to be provide with which of the following -  

a. Screened Vents 
b. An approved locking roof hatch 
c. An overflow pipe with hinged flap device 
d. Annual inspection and maintenance as needed 
e. All the above. 

 
22.  An elevated storage tank should be protected against corrosion by -  

a. Painting  
b. Cathodic protection 
c. Water stabilization 
d. All the above  
e. Only using galvanized & lead based primed components   

 
23.  A public water supply system should maintain residual pressure of 20 psi   
       and a minimum normal operating pressure of -  

a. 35 psi 
b. 40 psi 
c. 45 psi 
d. None of the above 
e. No rule exists regarding minimum operating pressure  

 
24.  Before a new or repaired water line is placed into service, it must be properly   
       disinfected by providing a chlorine dosage of _______ and proper detention  
       time.  

a. 20 mg/L 
b. 30 mg/L 
c. 40 mg/L 
d. 50 mg/L 
e. Currently there is no mandated standard or requirement  
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25.  Water bearing formations beneath the earthôs surface that are used as a     
       source of water for public water supplies are - 

a. Artesian wells 
b. Aquifers 
c. Water sheds  
d. Impervious formations 
e. Hydrologic anomalies  

 
26.  The purpose of an air line on a well is - 

a. Aerate the water in the bottom of the well 
b. Determine the depth to the aquifer 
c. Determine water levels in the well 
d. Inject chlorine for disinfection purposes 
e. Allow the well to breath & function properly  

 
27.  The mesh size is an important feature of a well screen because properly  
        sized openings should -  

a. Reduce the amount of sand pumped 
b. Increase the water velocity through the screen 
c. Eliminate the need for gravel packing 
d. Eliminate over pumping 
e. All the above 

 
28.  When treating surface water, the process of coagulation will be most  
        affected by the ï  

a. Type and quantity of alum and ferrous sulfate used  
b. Amount of mixing and sedimentation time 
c. pH, alkalinity, temperature, and chemical dosage 
d. Plant design and age of equipment 
e. Quality of raw water (influent)  

 
29.  A rapid sand filter should be backwashed when -  

a. Shift changes 
b. A specified by the design engineer or every 100 hours  
c. When sand compaction is between 30 % and 50 % 
d. When mudballs and turbidity gets high on the discharge side 
e. When the loss of head gauge indicated between 6 and 10 ft. 

 
30.  Which of the following is an acceptable disinfection residual at the far  
       reaches of the distribution system -  

a. 0.2 mg/L free chlorine residual 
b. 0.5 mg/L chloramine residual for a surface water supply. 
c. 0.8 mg/L chloramine residual when using chloramine treatment 
d. 0.5 mg/L free chlorine residual for a groundwater supply 
e. All the above 
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31.  What is the approximate total volume of a circular tank in gallons, if it is 30  
       feet in diameter, and is 15 feet deep ï  

a.   5,284  
b. 10,597 
c. 15,854 
d. 42,390 
e. 79,300 
 

Hint: pi X radius X radius X depth X cubic foot of water equivalent    
 

32.  You are setting a chlorinator to provide a dosage of 4.0 mg/L.  If the daily  
        water usage is 750,000 gallons, the gas chlorinator feed rate should be set      
        at _______ pounds per day. 

a.   3 
b. 12 
c. 16 
d. 25 
e. 52 

 
33.  One gallon of water weighs - 

a. 2.31 lbs. 
b. 7.48 lbs 
c. 8.43 lbs 
d. 8.34 lbs 
e. None of the above 

 
34. One foot of water inside a storage vessel will raise a pressure gauge at the   
       bottom of the vessel by ï 

a.     2.31 lbs 
b.     43.3 lbs 
c.     .433 lbs 
d.     27.3 lbs 
e.     8.34 lbs 

 
35.  A raw water intake structure may not be constructed with ______ feet of a  
       boat ramp, dock, or marina 

a.       10 feet  
b.     100 feet 
c.  1,000 feet 
d. 10,000 feet 
e. There are no current state restrictions  
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36.   Common type(s) of pump(s) for use in water wells are - 

a. Centrifugal 
b. Split Case 
c. Vertical Turbine 
d. Submersible 
e. Both c & d 
 

37.  ________________ is the natural exchange of water between the earth and  
       air  
 a. Transportation Cycle 
 b. Precipitation Cycle 
 c. Hydrological Cycle 
 d. Universal Cycle 
 e. All of the above 
 

38.  If and when a health hazard contamination event occurs in a public water  
       System, the operator must contact the state regulatory authority within   
       _______ hours by telephone. 

a.   8 working hours 
b. 24 hours 
c. 48 hours 
d. 72 hours 
e. When the supervisor returns and verifies the event 

 

39.  Potable water is that of - 

a. Maintained at adequate pressure 
b. Pathogen free 
c. Contains a chlorine residual  
d. All the above 
e. Both B & C   

 

40.  Excessive nitrates in drinking water can cause a condition that affects infants  
       under the age of 6 months.  This condition is known as ï  
 a. Shaken baby 
 b. Crying baby 
 c. Blue babies 
 d. Hypoxia  
 e. Condition does not exist ï only a myth  
 

41.  In surface water treatment the process of causing the fine particles in the  
       water to join together to form larger heavier particles that settle in a clarifier  
       is called -   
 a. Clarification 
 b. Treatment 
 c. Detention Time 
 d. Clotting 
 e. Coagulation 
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42.  The test commonly used to determine the chemical dosage for the surface  
        water plant is the _________ test. 
 a. BOD test 
 b. pH test 
 c. Dissolved oxygen test   
 d. Jar test 
 e. Both a & b 
 
43.  Suspended solids are the solids portion that ï  

 a. Cause hardness 
 b. Cause air bubbles 
 c. Cannot be filtered out 
 d. Can be filtered with additional treatment  
 e. Cause mudballs & filter plugging 
 
44.  A public water system is required to take samples of water for bacteriological  
       analysis.  The organism that is used as an indicator is called -                       
 a. Chloroform 
 b. Coliform 
 c. Chloramines 
 d. Parasite   
 e. Amoeba 
 
45.  Chlorine dosage is demand plus desired ______________.  
 a. Residue 
 b. Residual  
 c. Demand 
 d. Treatment 
 e. Both b & c  
 
46.  A storage vessel that is the same diameter from the ground to the top and  
       Is more than 20 feet but less than 80 feet tall is called a ï 

 a. Elevated storage 
 b. Ground storage 
 c. Spherical storage 
 d. Stand pipe 
 e. Useless device   
  
47.  Potable water must be stored at an elevation at least 80.85 feet above the  
       highest known connection to provide the minimum operating pressure of  
       ______  psi.  
 a.  20 psi 
 b.  25 psi 
 c.  30 psi 
 d.  35 psi 
 e.  40 psi 



 

                                     Test Questions Made Possible By TWUA 

       Answer Key Available For TWUA Members ï Contact d.moore@twua.org 

 

48.  A water tank that uses compressed air over water to provide pressure is  
       called a -   
 a. Sand pressure filter 
 b. Bladder tank 
 c. Boiler  
 d. Hydro pneumatic tank 
 e. Health hazard and should be removed 
 

49.  According to the lead and copper rule, pipe and fittings may not contain  
       more than _____ lead or solder and flux may not contain more than 0.2 %  
       lead.  
 a. 0.8 % 
 b. 8.0 % 
 c. 2.0 % 
 d. 20 %  
 e. None of the above 
 

50.  When testing for chlorine residual DPD is used as an indicator, when DPD is  
       added to water containing chlorine what color does the sample turn? 
 a. Blue 
 b. Red  
 c. Green  
 d. Yellow 
 e. There should be no change in color 
 

51.  The most commonly used valve(s) used for isolating a water leak is the  
        __________ valve. 
 a. Ball valve 
 b. Butterfly valve 
 c. Check valve 
 d. Gate valve 
 e. Pressure reducing valve   
 

52.  In the distribution system when a valve or hydrant is opened or closed too  
       fast it could result in a ï  
 a. Pressure drop 
 b. Water hammer 
 c. Cross connection 
 d. Contamination  
 e. No change ï this task is routinely preformed 
 

53.  The most commonly used pump in the distribution system is ï  
 a. Centrifugal 
 b. Positive displacement  
 c. Roller pump 
 d. Submersible  
 e. Hollow shaft turbine  
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54.  You are treating 21 MGD water in a surface water plant, how many gallons  
        per minute is this? 
 a.   1,458 
 b.   5,833 
 c.   8,750   
 d. 14,583 
 e. 87,500 
 
55.  A Texas Class D Certified Operator can operate a public water system up to  
       _______  connections 
 a.    250 
 b.    275 
 c.    500 
 d. 1,000 
 e. 2,500 
 
56.  All state of Texas Operator Licenseôs after issue are good for ______ years. 
 a. 2 years 
 b. 3 years 
 c. 4 years 
 d. A lifetime 
 e. None of the above   
 
57.  After analyzing monthly bacteriological samples the operator is notified that  
       one testing point, tested positive.  The operator should ï 

 a. Not be concerned because the other samples were good 
 b. Collect another sample at the site that tested positive & re-submit 
 c. Collect another sample at the site that tested positive plus one  
               within five customers upstream and one with five customers  
               downstream & re-submit 
 d. Locate a new lab that will do a better job analyzing samples 
 e. Take no action and wait for TCEQ field inspector to direct actions  
 
58.  Any excavation greater than ______ feet in depth requires the use of OSHA  
       approved shoring equipment or sloping of walls to prevent cave-ins. 
 a. 3 feet 
 b. 4 feet 
 c. 5 feet 
 d. 7 feet 
 e. There is no accepted standard   
 
 
 
 
 
 




